WAKIEN

TECH

LNA-SC-0206-30(Broadband Low Noise Amplifier)

< Technical Specifications:

Paramaters Units Min Typ Max
Frequency GHz 2 - 6
Noise Figure@23°C dB - - 1.2
Gain dB 30 - -
: dB -1.0 +1.0
Gain Flatness dB/100MHz 0.2 ] +0.2
Galn.Varlatlon over 4B 15 ) 15
Operating Temperature
Gain Stability (Constant
Temperature, 24h) dB 02 ) +0.2
P1dB dBm 10 - -
Input VSWR - - - 2.0
Output VSWR - - - 2.0
Spurious Output dBc -60
Operating Voltage Vv 9 15 24
Operating Current mA - - 100
Maximum Non-Damaging dBm i 10 i
Input Power
< Mechanical Specifications:
Dimension: 18mm X 25mm X 8mm
Weight: <30 g
RF IN Connector: SMA-K
RF Out connector: SMA-K
Power Supply Interface: Glass Insulator
<~ Environmental Characteristics:
Operating Temperature: -40°C ~+60C
Storage Temperature: -55°C ~+85°C q)q,?'
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Shenzhen wakien Technology Co., Ltd.
For further information and support please visit:
htitps://www. wakientech. com
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